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Edge to
edge

• High-Level security HoloKote 
features as standard with the 
option to customise your design

• Duplex printing available as a 
field upgrade

• Superior print quality
• Flexibility for batch printing or 

one-off hand-feed printing

Ideal For
High-Security Environments:
• Education Providers
• Government Departments
• Clubs and Associations
• Registered Training 

Organisations (RTOs)
• Healthcare

Features

James Turner
Grade 11

Expiry: 21/12/2016
Student ID: S2689329 

S2689329



The ID3350e’s superior card printing quality is complemented with a full range of options: 
single or double sided printing, secure encoding with mag and contactless technology and 

the built in HoloKote can be customised to an individual logo or security design.

SPECIFICATIONS AT A GLANCE
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Card Security

A HoloKote security watermark can be printed across the card surface. When used with HoloPatch cards, 
one area of the HoloKote watermark is highlighted as a high visibility security seal. A choice of 4 standard 
HoloKote designs and 1 standard HoloKote Flex design are selectable from the printer driver. For added 
security, Custom HoloKote enables customisation of the watermark to an individual logo or security design

Warranty 3 year Max Cover Plus warranty, which includes printhead warranty and free HotSwap service

Printer Interfaces High speed USB 2.0, USB 3.0 compatible and Ethernet ports both fitted as standard

Software Drivers Windows XP, Vista, 7, 8, 10 Windows server 2003 R2 SP2, 2008, 2012 & 2016. Mac OS X 10.9.0 upwards

Card Capacity 100 card Input Hopper, 70 card Output Hopper

Weight 4.7kg

Power Source External power supply 100-240V 50-60Hz autoranging

Dimensions 470mm L x 220mm W x 300mm H including Feeder and Stacker

Environment Sheltered office environment 10°C to 30°C

Print Speed Colour: 18 secs (200 cards p/hour) & Mono: 5 secs (750 cards p/hour) (single-sided card)

PRINTER SPECIFICATIONS

Dye Film ID3350e Printers require the use of ID Series ribbons for full colour printing 

Card Types
All standard PVC ISO CR80 sized cards
HoloPatch cards are available. Works with HoloKote to produce a highly-visible gold seal on the card

Card Thickness 0.51mm to 1.03mm

CONSUMABLES

Custom HoloKote Kit HoloKote Flex or HoloKote available.

Dual-Sided Upgrade Upgrade the ID3350e to the ID3350eDuo

Magstrip Encoder Optional ISO 7911 Magnetic Stripe Encoder (Factory Fitted)

Contactless Card Encoder Contactless cards supported : NXP MIFARE®, DESFire®, Genuine 125kHz Prox & more upon request

OPTIONS

ID3350e PPC ID3350e single-sided ID Card Printer 

ID3350e Duo PPC ID3350e dual-sided ID Card Printer

Mag/Chip
PPC ID3350e ID Card Printer with Magnetic Stripe Encoder and Smart Card Encoder
MIFARE, DESFire, Genuine 125kH Prox & contact chip, combi (other smart card encoders also available)

VARIANTS

Specifications subject to change E & OE


